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All information in this data sheet is to be regarded as being normative values compiled 
from tests and from our collective knowledge and experience of the product. The 
information must not be used as the basis for, or for verification of, other tests or systems. 
Firesafe AS accepts no liability where the product is misused or used for applications other 
than those described. The user is responsible for ensuring that he/she uses the most recent 
version of this document. This can be checked on our home page www.firesafe.no. The 
document must not be copied without the written consent of Firesafe AS.

www.firesafe.no

VENTILATION FEEDTHROUGHS

Rectangular ducts with sides that are 1,000 mm wide or more must be reinforced with stiffeners in the form 
of hat-shaped profiles or angular brackets with a minimum height of 25 mm and a metal thickness of at least 
0.9 mm. These are attached next to the feedthrough, either to the interior wall of the duct before it is fitted, or 
to the exterior wall of the duct after it is fitted, using spot welding, pop rivets or tap screws at 100 mm 
intervals.

The duct is insulated with 30 mm Glava Foil Fire Matting or Glava Comfort Fire Matting of rock wool with a 
density of 80kg/m3. Continuous insulation with one or two layers of 30 mm through the wall or floor slab or 
non-continuous duct insulation of lengths as described in the tables on page 3.
(Other duct insulation can be used, but fire resistance must be decided on the basis to the chosen duct 
insulating material).

Duct insulation

Firesafe Acrylic Sealant, seal-
ant depth 10 mm on each side.

Sealant width 5-50 mm.
Mid-layer of rock wool.

Fire partition (wall or floor slab)
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