
PRODUCT DESRCIPTION
Firesafe acrylic joint filler is a fire-resistant, heat-expanding, single-compo-
nent water-based acrylic joint filler.

AREAS OF USE
Fire-proofing of large joints and crevices, penetrative sealing of individual 
cables, bunched cables and penetrative sealing of insulated steel piping 
and ventilation channels in cemented/cast or plasterboard constructions.

APPLICATION
The joint in which Firesafe acrylic joint filler is to be applied must be free of 
dust and grease. Porous materials such as Siporex, porous concrete, light-
weight concrete etc. should be primed before the sealer is applied. Mix one 
part joint filler with two parts water to make a primer. Apply the primer with a 
brush or a spray bottle. Allow the primer to dry for 30 minutes. Firesafe 
acrylic joint filler should not be applied at temperatures lower than + 5 ºC. 
Apply the filler with the aid of a cartridge gun and normal filler tools. Clean 
tools with water.

DRYING TIME
At a temperature of a least + 23 ºC and a relati-
ve humidity of maximum 50%, the following values apply:
• Skin formation after approx. 15 minutes
• Hardening time is approx. 1–2 mm in 24 hours, depending on the 
thickness of the acrylic filler applied

PACKAGING
Plastic cartridge for standard cartridge gun – contains 310 ml.
Supplied in cartons containing 25 cartridges.

STORAGE/DURABILITY
Dry and frost-free.
Durability: 12 months.

SAFETY 
The joint filler is solvent-free and environmentally friendly. No known 
irritation effect after skin contact, but care should be taken to avoid contact 
with the eyes and mouth.
Non-hardened material should be kept away from children and animals.
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All information contained in this data sheet shall be considered to be guiding values 
obtained from tests and our knowledge and experience of the product. This informa-
tion must not be used as documentation or verification of other tests or systems. 
Firesafe AS assumes neither responsibility for the product’s application nor for any in-
correct use of the product. The user is responsible for ensuring that the most recently 
revised version of this document is used.
This may be checked on our homepage: www.firesafe.no
This document may not be copied without the written consent of Firesafe AS.

Dette dokumentet kan ikke kopieres uten skriftlig samtykke fra Firesafe AS.

www.firesafe.no

PROPERTIES
Density: Approx. 1.68g/m3
Colour: White
Working temperature: +5ºC – + 40ºC
Drying time (appearance): 15 minutes
Drying time (hardening): 1 – 24 hours
Shrinkage: 10 %
Flexibility: 10 – 15 %
Expansion: Approx. 15 %
Storage temperature: +15ºC – + 30ºC
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