


dimensions:
Pipe diameter - External diameter of sleeve - Width of sleeve
50 mm 			  Ø71,4 mm 		  30 mm
63 mm 		 	 Ø84,4 mm 	 	 30 mm
75 mm 		 	 Ø96,4 mm 	 	 30 mm
78 mm 		 	 Ø99,4 mm 	 	 30 mm	
90 mm 		 	 Ø111,4 mm 	 	 30 mm
110 mm 		  Ø131,4 mm 		  30 mm
125 mm 	 	 Ø146,4 mm 	 	 30 mm
135 mm 	 	 Ø166,4 mm 	 	 30 mm
160 mm 	 	 Ø191,4 mm 	 	 30 mm
200 mm 	 	 Ø231,4 mm 	 	 60 mm
250 mm 	 	 Ø301,4 mm 	 	 60 mm
320 mm 	 	 Ø317,4 mm 	 	 60 mm

Safety considerations
There are no health risks or safety problems associated with this product.
See the material safety data sheet: www.cobuilder.no.
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All information in this data sheet is to be regarded as being normative values compiled from 
tests and from our collective knowledge and experience of the product. The information 
must not be used as the basis for, or for verification of, other tests or systems. Firesafe AS 
accepts no liability where the product is misused or used for applications other than those 
described. The user is responsible for ensuring that he/she uses the most recent version of 
this document. This can be checked on our home page www.firesafe.no. The document must 
not be copied without the written consent of Firesafe AS.
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