
PRODUCT DESCRIPTION
The  Firesafe and Glynwed collar consists of a steel metal frame with 
an expanding material made from Intumex L. Intumex L expands 
already at a temperature of 150 ºC, quickly growing to 10 times its ori-
ginal volume and closing the opening with 10 Bar in approx. 3 minu-
tes.

AREAS OF USE
• Fire-proofing of plastic pipes of the type PVC/Friaphon/PE/PP
• Fire-proofing of pipes with a diameter of Ø250 mm or less
• See separate installation guide

OTHER AREAS OF USE
• Collar together with the product FIRESAFE joint filler  			 
  heat-expanding EX
• Round electrical drawing pipe bundle
• Round Pex – A1 – Pex pipe
• Round electrical cable bundle
• See separate installation guide

INSTALLATION
General: In plasterboard walls, the collar is affixed with through bolts 
directly in the joint filler with expansion bolts. In concrete, expansion 
bolts or concrete screws are used. In lightweight concrete, nail plugs 
are used, see separate installation guide.
 
DELIVERY FORM
The collar is delivered individually.

STORAGE/DURABILITY
Dry. Durability: No limitation.
 
DIMENSIONS
Tube diameter		 Outer diameter		 Width
50 mm			  Ø 71.4 mm		  30 mm
63 mm			  Ø 84.4 mm		  30 mm
75 mm			  Ø 96.4 mm		  30 mm
78 mm			  Ø 99.4 mm		  30 mm
90 mm			  Ø111.4 mm		  30 mm
110 mm		  Ø 131.4 mm		  30 mm
125 mm		  Ø 146.4 mm		  30 mm
135 mm		  Ø 166.4 mm		  30 mm
160 mm		  Ø 191.4 mm		  30 mm	
200 mm		  Ø 231.4 mm		  60 mm
250 mm		  Ø 301.4 mm		  60 mm	

SAFETY
The product represents no health risk or safety problems.
Please see the HSE data sheet.
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All information contained in this data sheet shall be considered to be guiding values 
obtained from tests and our knowledge and experience of the product. This informa-
tion must not be used as documentation or verification of other tests or systems. 
Firesafe AS assumes neither responsibility for the product’s application nor for any in-
correct use of the product. The user is responsible for ensuring that the most recently 
revised version of this document is used.
This may be checked on our homepage: www.firesafe.no
This document may not be copied without the written consent of Firesafe AS.

Dette dokumentet kan ikke kopieres uten skriftlig samtykke fra Firesafe AS.
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The photographs show the collar 
during expansion.


