
PRODUCT DESCRIPTION
Firesafe tube packing for sealing of insertions in combination with 
GPG filler. The tube packing consists of plastic coated, heat-expan-
ding material (INFS 0811) with a thickness of 5 mm, a width of 35 
mm for PP/PE/PCV and Friaphon pipes up to an outer tube diameter 
of 110 mm, width 50 for PP/PE/PVC pipes up to an outer diameter of 
125.

AREAS OF USE
• Fire-proofing of plastic pipes of the type PVC/Friaphon/PE/PP
• Fire-proofing of pipes with a diameter of Ø125 mm or less

INSTALLATION
In plasterboard walls, the tube packing is cemented with FIRESAFE 
GPG on the outer edge of both sides of the wall along the entire 
thickness of the wall.
On concrete floors the packing is cemented with a minimum of 50 
mm FIRESAGE GPG underneath the floor.
In walls of concrete, lightweight concrete or similar, the packing is 
cemented in with FIRESAGE GPG, concrete or FIRESAFE Acrylic 
on the outer edge of both sides of the wall.

DELIVERY FORM
The packing is delivered individually.

STORAGE/DURABILITY
Dry.
Durability: No limitation.
 
DIMENSIONS
Tube diameter	     Outer diameter	 Width
50	                       Ø 70 mm        	 35 mm
63	                       Ø 83 mm		  35 mm
75	                       Ø 95 mm		  35 mm
78	                       Ø 98 mm		  35 mm
90	                       Ø110 mm		 35 mm
110		  Ø 130 mm	 35 mm
125 		   Ø 145 mm	 60 mm

SAFETY
The product represents no health risk or safety problems.
Please see the HSE data sheet.
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All information contained in this data sheet shall be considered to be guiding values 
obtained from tests and our knowledge and experience of the product. This informa-
tion must not be used as documentation or verification of other tests or systems. 
Firesafe AS assumes neither responsibility for the product’s application nor for any in-
correct use of the product. The user is responsible for ensuring that the most recently 
revised version of this document is used.
This may be checked on our homepage: www.firesafe.no
This document may not be copied without the written consent of Firesafe AS.

www.firesafe.no


